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Clamp
Applicazione:
impiegato nel settore alimentare, farmaceutico e chimico.
La superficie liscia interna del raccordo consente una perfetta
igienizzazione.

Standard:
BS 4825.

P.E. massima:
10 bar (150 psi).

Temperatura massima:
+120°C.

Application:
used in the food, pharmaceutical and chemical industries.
The smooth internal surface of the fitting allows perfect
sanitation.

Standard:
BS 4825.

Max W.P.:
10 bar (150 psi).

Max Temperature:
+120°C (+248°F).

Materiali Materials
Raccordo:
acciaio inox AISI 316.

Morsetto:
acciaio inox AISI 304.

Guarnizione:
silicone.

Fitting:
stainless steel AISI 316.

Clamp:
stainless steel AISI 304.

Gasket:
silicone.

DN
Da 25 a 100

From 25 to 100

https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html
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Raccordo con portagomma - acciaio inox AISI 316

Fitting with hose shank - stainless steel AISI 316

Codice
Code DN A (mm) per tubo d.i. (mm)

for hose i.d. (mm)

3000972 25 50,4 25

3000973 38 50,4 38

3000974 50 64 50

3000975 63,5 77,4 63,5

3000976 76 90,9 76

3000977 100 118,8 100
Fitting with collar, suitable for swaging on, available on request.

Disponibile su richiesta versione raccordo con dente di aggancio, idoneo alla pressatura. 

Morsetto - acciaio inox AISI 304

Clamp - stainless steel AISI 304

Codice
Code DN

3000990 25

3000991 38

3000992 50

3000993 63,5

3000994 76

3000995 100
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Clamp
Guarnizione - silicone

Gasket - silicone

Codice
Code DN

3000996 25

3000997 38

3000998 50

3000999 63,5

3001000 76

3001001 100

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. With the aim to improve
the product, IVG reserves the right to modify the hose specifications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of
the hose and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.
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Collari, fascette e altri
sistemi di serraggio
Clamps, bands and other
clamping systems
Applicazione:
per impieghi diversi, dall'agricoltura all'industria fino all'edilizia.
Il collare a doppio bullone è idoneo per applicazioni molto
gravose mentre il collare a singolo bullone e la fascetta a vite
sono adatti per impieghi meno impegnativi. Il sistema
composto da nastro e graffa consente serraggi di qualsiasi
forma e diametro.

P.E. massima:
n.a.

Temperatura massima:
n.a.

Application:
for different uses, from agriculture to industry up to the
construction sector.
The double bolt clamp is suitable for heavy duty applications.
The single bolt clamp and band are suitable for less
demanding applications. The system made of band for
tightening and buckes allows clamping of any shape and
diameter.

Max W.P.:
n.a.

Max Temperature:
n.a.

Materiali Materials
Collare e altri sistemi:
acciaio zincato, acciaio inox AISI 304 e AISI 201.

Clamp and other systems:
zinc plated steel, stainless steel AISI 304 and
AISI 201.

https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html
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Collari, fascette e altri sistemi di serraggio Clamps, bands and other clamping systems

Collare a doppio bullone - acciaio zincato

Clamp with double bolt - zinc plated steel

Codice
Code

per tubo d.e. (mm)
for hose o.d. (mm)

3000891 74 - 79

3000892 80 - 85

3000893 86 - 91

3000894 92 - 97

3000895 98 - 103

3000896 104 - 112

3000897 113 - 121

3000898 122 - 130

3000899 131 - 139

3000900 140 - 148

3000901 149 - 161

3000902 162 - 174

3000903 175 - 187

3000904 188 - 200

3000905 200 - 220

3000906 220 - 240

3000907 240 - 260

3000908 260 - 280

3000909 280 - 300

3000910 300 - 325

3000911 325 - 350

3000912 350 - 375

3000913 375 - 400

3000914 400 - 425

3000915 425 - 450

3000916 450 - 475

3000917 475 - 500
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Collari, fascette e altri sistemi di serraggio Clamps, bands and other clamping systems

Collare a bullone - acciaio inox AISI 304

Clamp with bolt - stainless steel AISI 304

Codice
Code

per tubo d.e. (mm)
for hose o.d. (mm)

3000859 23 - 25

3000860 26 - 28

3000861 29 - 31

3000862 32 - 35

3000863 36 - 39

3000864 40 - 43

3000865 44 - 47

3000866 48 - 51

3000867 52 - 55

3000868 56 - 59

3000869 60 - 63

3000870 64 - 67

3000871 68 - 73

3000872 74 - 79

3000873 80 - 85

3000874 86 - 91

3000875 92 - 97

3000876 98 - 103

3000877 104 - 112

3000878 113 - 121

3000879 122 - 130

3000880 131 - 140

3000881 140 - 148

3000882 149 - 161

3000883 162 - 174

3000884 175 - 187

3000885 188 - 200
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Collari, fascette e altri sistemi di serraggio Clamps, bands and other clamping systems

Collare a bullone - acciaio inox AISI 304

Clamp with bolt - stainless steel AISI 304

Codice
Code

per tubo d.e. (mm)
for hose o.d. (mm)

3000886 201 -213

3000887 214 -227

3000888 227 -239

3000889 240 -252
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Collari, fascette e altri sistemi di serraggio Clamps, bands and other clamping systems

Collare a bullone - acciaio zincato

Clamp with bolt - zinc plated steel

Codice
Code

per tubo d.e. (mm)
for hose o.d. (mm)

3000827 23 - 25

3000828 26 - 28

3000829 29 - 31

3000830 32 - 35

3000831 36 - 39

3000832 40 - 43

3000833 44 - 47

3000834 48 - 51

3000835 52 - 55

3000836 56 - 59

3000837 60 - 63

3000838 64 - 67

3000839 68 - 73

3000840 74 - 79

3000841 80 - 85

3000842 86 - 91

3000843 92 - 97

3000844 98 - 103

3000845 104 - 112

3000846 113 - 121

3000847 122 - 130

3000848 131 - 140

3000849 140 - 148

3000850 149 - 161

3000851 162 - 174

3000852 175 - 187

3000853 188 - 200



WWW.IVGSPA.IT

Collari, fascette e altri sistemi di serraggio Clamps, bands and other clamping systems

Collare a bullone - acciaio zincato

Clamp with bolt - zinc plated steel

Codice
Code

per tubo d.e. (mm)
for hose o.d. (mm)

3000854 201 - 213

3000855 214 - 227

3000856 227 - 239

3000857 240 - 252

Fascetta a cacciavite larghezza 9 mm - acciaio inox AISI 304, acciaio zincato

Band length 9 mm - stainless steel AISI 304, zinc plated steel

Codice
Code

per tubo d.e. (mm)
for hose o.d. (mm)

3000791 16 - 25

3000793 20 - 32

3000794 25 - 40

3000795 30 - 45

3000796 32 - 50

3000797 40 - 60

3000798 50 - 70

3000800 60 - 80

3000801 70 - 90

3000802 80 - 100

3000803 90 - 110

3000804 100 - 120

3000805 110 - 130
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Collari, fascette e altri sistemi di serraggio Clamps, bands and other clamping systems

Fascetta a cacciavite larghezza 9 mm - acciaio inox AISI 304

Band length 9 mm - stainless steel AISI 304

Codice
Code

per tubo d.e. (mm)
for hose o.d. (mm)

3000811 16 - 25

3000813 20 - 32

3000814 25 - 40

3000816 32 - 50

3000817 40 - 60

3000818 50 - 70

3000819 60 - 80

3000820 70 - 90

3000821 80 - 100

3000822 90 - 110

3000823 100 - 120

3000824 110 - 130

Nastro per serraggio - acciaio inox AISI 201

Band for tightening - stainless steel AISI 201

Codice
Code DN

3000637 1/4

3000638 3/8

3000639 1/2

3000640 5/8

3000641 3/4
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Collari, fascette e altri sistemi di serraggio Clamps, bands and other clamping systems

Utensile per serraggio - acciaio

Tightening tool - steel

Codice
Code

Note
Notes

3000647 Idoneo per tutti i DN
Suitable for all DN

Graffa per serraggio - acciaio inox AISI 201

Buckles for tightening - stainless steel AISI 201

Codice
Code DN

3000642 1/4

3000643 3/8

3000644 1/2

3000645 5/8

3000646 3/4

IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. With the aim to improve
the product, IVG reserves the right to modify the hose specifications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of
the hose and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.
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